
BUILDING GLASS Product Characteristics

Function Product description Construction
mm

Thick-
ness
mm

U-value Sound insulation
argon
W/m2K

air
W/m2K

Weight
kg/m2

Total
energy
transm.
(TET) %

Light
transm.
(LT) %

Light
reflection
(LR) %

Rw
dB

Ra,tr
dB (A)

'KeepHeat'
'KeepHeat'
'KeepHeat'
'KeepHeat' Triple
'KeepHeat YulePlus' Low Emissivity
'KeepHeat YulePlus' Low Emissivity
'KeepHeat YulePlus' Low Emissivity
'KeepHeat YulePlus' Low Emissivity Triple
'KeepHeat YulePlus' Low Emissivity Starlite
'KeepHeat YulePlus' Bodytint Grey
'KeepHeat YulePlus' Bodytint Bronze
'KeepHeat YulePlus' Bodytint Green
'KeepHeat YulePlus' Bodytint Blue
'KeepHeat YulePlus' Silver
'KeepHeat YulePlus' Classic Clear
'KeepHeat YulePlus' Classic Blue
'KeepHeat YulePlus' Classic Grey
'KeepHeat YulePlus' Classic Green
'KeepHeat YulePlus' Supersilver Clear
'KeepHeat YulePlus' Supersilver Blue
'KeepHeat YulePlus' Supersilver Grey
'KeepHeat YulePlus' Supersilver Green
'KeepHeat YulePlus' Silver Low-E
'KeepHeat YulePlus' Classic Clear Low-E
'KeepHeat YulePlus' Classic Blue Low-E
'KeepHeat YulePlus' Classic Grey Low-E
'KeepHeat YulePlus' Classic Green Low-E
'KeepHeat YulePlus' Supersilver Clear Low-E
'KeepHeat YulePlus' Supersilver Blue Low-E
'KeepHeat YulePlus' Supersilver Grey Low-E
'KeepHeat YulePlus' Supersilver Green Low-E
'KeepHeat YulePlus' Stopray Neutral
'KeepHeat YulePlus' Stopray Silver
'KeepHeat YulePlus' Stopray Blue
'KeepHeat YulePlus' Sound 10-4
'KeepHeat YulePlus' Sound 10-6
'KeepHeat YulePlus' Sound 10-6.4
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
'TempaGLAS'
Laminated
Laminated
Laminated
Laminated
Laminated

4-12-4
4-16-4
4-20-4

4-12-4-12-4
4-12-4E
4-16-4E
4-20-4E

4-12-4-12-4E
6-16-6E

6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6
6-12-6

6-12-6E
6-12-6E
6-12-6E
6-12-6E
6-12-6E
6-12-6E
6-12-6E
6-12-6E
6-12-6E

6-12-6
6-12-6
6-12-6

10-12-4
10-12-6

10-12-6.4
4
5
6
8

10
12
15
19

6.4
8.8

10.8
13.5
11.5

20
24
28
36
20
24
28
36
28
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
26
28
29
4
5
6
8

10
12
15
19
6.4
8.8

10.8
13.5
11.5

20
20
20
30
20
20
20
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
35
40
42
10

12.5
15

17.5
20

22.5
25

27.5
15
22
27

33.5
28.5

2,9
2,8
2,7
1,9
1,8
1,6
1,6
1,4
1,4
2,8
2,8
2,8
2,8
2,8
2,9
2,9
2,9
2,9
2,9
2,9
2,9
2,9
1,9
1,8
1,8
1,8
1,8
1,8
1,8
1,8
1,8
1,6
1,6
1,7
2,8
2,8
2,8
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class A
BS 6206, Class B, Safety
BS 6206, Class B, Safety
BS 6206, Class B, Safety
BS 6206, Class B, Safety
BS 5544, Security

2,7
2,6
2,5
1,8
1,5
1,3
1,3
1,2
1,1
2,5
2,5
2,5
2,5
2,5
2,7
2,7
2,7
2,7
2,7
2,7
2,7
2,7
1,6
1,5
1,5
1,5
1,5
1,5
1,5
1,5
1,5
1,3
1,3
1,4
2,6
2,6
2,6

74
74
74
65
61
61
61
54
57
46
49
49
49
44
46
29
32
28
62
38
40
38
41
37
22
23
22
53
31
32
27
43
34
42
63
63
62

80
80
80
72
77
77
77
69
73
37
44
63
47
44
34
21
16
28
60
37
29
49
44
33
20
16
27
57
35
28
21
62
53
58
73
73
73

14
14
14
20
12
12
12
18
18

6
7

10
7

30
28
14
10
20
34
16
11
24
29
28
14
10
20
33
16
11

8
16
35
21
13
13
13

30
30
30
32
30
30
30
32
31
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
33
36
38
40

25
25
25
27
25
25
25
27
26
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
29
32
34

AC Yule & Son Limited
Glass & Glazing Division

Craigshaw Road
West Tullos Industrial Estate

Aberdeen AB12 3ZG

AC Yule & Son Limited
Highland Division
1 Pinefield Parade
Pinefield Industrial Estate
Elgin IV30 3AG

Tel: 01343 545222 • Fax: 01343 542246

AUG 1997

C
E

R
T

IF
IE

D

TO
B R I T I S H

S
T

A
N

D
A

R
D

BS5713
Licence No. 6814
Specification for
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Specification for
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Glass

Certificate No: FM 27536 Member of
Glass & Glazing Federation

Performance Data: Shading coefficient (SC) is obtained by dividing the TET-figure by 87 which is the TET-figure of 3mm clear float glass. The sound reducing figures are
laboratory measured characteristics for glass mounted in a wooden frame.
Rw = Weighted sound reduction (ISO 717). Ra,tr = Traffic noise reduction. Gas filled: Ar/SF6
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is a trademark registered and owned by AC Yule & Son Limited.
™




